Texprint Canvas ART
\

Maegis

TEXPRINT CANVAS ART

Mixed cotton and polyester matl coaled canvas

FEATURES
Wipefast SOWVENT uv

Matural coloured textile backing
Cracking resistant

APPLICATION
High-end artistic reproductions
Framing

PRINTER & INK COMPATIBILITY
This media is designed for use with most Latex-, ECO-Solvent-, Solvent- and UV- printer
systerns from major manufacturers.

mMPORTANT  Printer and driver setlings may need careful selup to ensure oplimum performance. Ink loads
need to be set appropriately for the ink/printer combination in use.

PHYSICAL PROPERTIES
Weight 380 gsm
Opacity 99%
Caliper 500 p
ENVIRONMENTAL CONDITIONS

Operating  15-25°C. 35-65% r.h. non-condensing
Storage  15-25"C, 35-65% r.h. non-condensing

ADDITIONAL INFORMATION

Finished prints should be interleaved and stored carefully to prevent scralching.
Fine art ink and print surfaces are more delicate than conventional RC inkjet
prints and should be handled with care.

Please include always the batch number to questions about the product or

Note: : =
complaints. {see inside sleeve)

Specifications subject to change without notice.
All trademarks are the property of their respective companies.

AVAILABLE SIZES

{(24"B1,0em x 30 m (54")137,0 cm x 30 m
(36191 4emx30m (60")152.4 em x 30 m
(42")106,7cm x 30 m (B4")1626 cmx 30m
(5071270 em x 30 m

SAMPLE ROLL

(36")914ecmx10m
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